
 
 
 

Fanison Oy 

  Vesijärvenkatu 25 C 2, 15140 LAHTI 

  fanison@fanison.fi 

  +358 40 843 0032 

  fanison.fi 

 

28.3.2024

Järjestelmän ominaisuudet
Hälytys välittyy vilkkuvaloin ja äänimerkein työntekijälle
Hälytin ohjelmoidaan painonapein halutuille ominaisuuksille
Hälytyksen siirto on mahdollista (2 relettä)
Hälyttimen asennus vetokaappiin on helppoa myös jälkikäteen
Toimitus sisältää muuntajan (pistorasiaan asennettava)
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FL 101

Vetokaapin poistoilmavirran hälytysjärjestelmä

FL 101 -hälytysjärjestelmä varoittaa työntekijää esim. seuraavista vetokaapin toimintahäiriöistä:

Puhallin ei toimi

Luukku on liian auki

Voimakas ulkoinen virtaushäiriö
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FP 301

Painesuhteiden valvontajärjestelmä

FP 301 -järjestelmällä voidaan valvoa tilojen välisiä painesuhteita. Vaativan laboratorion painesuhteiden valvonta tuottaa käyttäjille
tarvittavat tiedot tilojen muutoksista.

FP 301

Pressure ratio monitoring system

The FP 301 system can be used to monitor the pressure relationships between rooms. The monitoring of pressure 
conditions in a demanding laboratory provides users with the necessary information about changes in facilities.

RP-CSI, RP-CS, RP-CI
PRESSURE MONITOR / PRESSURE REGULATOR 
(WITH TWO SETTING VALUES)
Pressure monitor / regulator for monitoring and adjusting room 
pressure, e.g. in cleanrooms, laboratories and pressurized rooms. 
RP-CS is used with display unit RP-CI. RP-CSI also includes a display 
unit. The regulator can be used to control the control damper or 
the fan’s frequency converter. With the optional Modbus unit, the 
pressure regulator can be connected to the Modbus RTU bus.

• Digital real-time room pressure display

• Display with indicator lights of the pressure in relation to the set 
limits

• Indication of an open door and duct pressure optimization

• The door opening information can be used to optimize the 
adjustment

• Alarm limits adjustable for low and high pressure

• Separately adjustable alarm delays for indicator light, sound 
signal and relay output

• Analog output message about room pressure

TECHNICAL INFORMATION
Operating voltage 

Power consumption 

Ambient temperature 

Encapsulation 

Pressure range 

Measurement accuracy 

Adjustment precision 

Input messages  Door switch (terminal 9 & 10) 

  Key switch (terminal 6 & 8) 

  Setting value 2 (terminal 6 & 8) 

Output messages  Pressure display 

  Pressure control 

  Pressure and door alarm 

Indications  Room pressure 

  Normal mode 

 

  Alarm mode 

  Alarm sound

24 VAC +/-15%, 50-60 Hz 

5 VA max (RP-CSI or RP-CS + RP-CI30/32) 

0 to 50 C 

ABS, IP 44 110x75x37 mm, 84x84x10 mm (RP-CI32) 

- 100 Pa ...+ 300 Pa (Preset -50 Pa...+50 Pa) 

+/- 1 Pa or 2% of the pressure display 

+/- 0.5Pa 

A potential free closing or opening switch 

A potential free closing or opening switch 

0 to 10 VDC (Remote control of pressure setting) 

0/4 to 20 mA or 0/2 to 10 VDC 

0/4 to 20 mA or 0/2 to 10 VDC 

Potential-free replacement relay 0.5 A/30 V (AC/DC) 2 pcs 

LED display in Pascal units (RP-CSI, RP-CI30/32) 

Green light Indicates that the room pressure is within the set limits. A flashing green light 

indicates that the control damper/fan is not in its optimal operating range. 

Red light Indicates that the room pressure is not within the set limits after a time delay 

Indicates that the room pressure is not within the set limits after the set beep time delay

Fanison® product brochure  - RP-Cx 2.1 We reserve the right to make changes. 1
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System properties

• The pressure range is -100...+300 Pa
• Alarms about trouble situations are transmitted to the employee by indicator lights and sound signals
• Alarm limits and delays are programmable
• Alarm and pressure display transferable to building automation systems
• The effect of opening the door can be taken into account with the door switch
• Two additional screens can be connected to the system


